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TopSky(Dymond) DLG Installation Manual 

 

Attention: Because after the compound materials solidify, there will be ammonia iris on the 

surface, which affect the bonding strength afterwards. Please polish with sandpaper on all bonding 

surface. 

 

 

1. Tail Installation  

1.1. Sand the top surface  of stabilizer mount, make sure itĽs vertical to the side 

surface.  

1.2. Sand the side surface , or you can make streamline  as shown in the pictu re below.  

 

1.3. Cover the tail boom with 300# sandpaper, then sand the groove of the stabilizer mount. 

Make sure that the groove is parallel to the fuselage, and parallel to the outside surface of 

the tail boom. And after bond to the tail boom, the upper side of the mount should be 

parallel to the central line of the tail boom. 

 

1.4. Polish , cut, or drill the tail as your personal favorite. We suggest that you 

may make the rear end of the tail thinner. It should be weighted 12g after 

http://www.iciba.com/stabilizer/
http://www.iciba.com/streamline/
http://www.iciba.com/stabilizer/
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sanding.  

1.5. Cut the elevator. You may decide the size and shape based on your favorite. Cut through the 2 

holes on the balsa is recommended. 

 

1.6. Sand the gap for the hinge.  

 

1.7. Bond the carbon cloth into the tail. The weight of the tail should be13g then.  

 

1.8. Wait  for the solidity with heavy weight pressing.  
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1.9. Make a slot on the front end of the vertical tail. The width is the same as 

the diameter of the tail boom, and the length is 10mm.  

 

1.10. Slotting the tail boom: width 2.5mm, length 20mm. Make sure the edge of the two slots are 

smooth. You may sand it with 300˽ sand paper after cutting. 

 

1.11. Join t the tail boom and the vertical tail. Sand if not fitting.   
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1.12. First cover the tail side with hinge. 

 

1.13. Then, cover the other side. The weight  of tail set wi th films  should be 14g then.  

 

 

1.14. Cut the covering of both side of the vertical tail: 2mm inside the edge of 

the carbon, cut from the front to the end of the tail boom.  

1.15. Bond the tail boom an d the vertical tail, with fiber glass and epoxy.  

1.16. Cut the covering of the stabilizer, 2mm inside of the carbon. 
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1.17. Fix  the tail on your working board. Check the joint:  

�z The stabilizer is parallel to the center line of the tail boom, or it may 

have an angl e of - 1 degree.  

�z The hinge of the elevator is vertical to the tail boom. 

�z The center line of the tail boom is right in the middle of the stabilizer.  

�z The vertical tail is vertical to the stabilizer.  

�z The vertical tail is on the same surface as the center line of the fuselage. 

�z The hinge of the vertical tail is vertical to the center line of the tail boom. 

1.18. Temporarily joint the vertical tail and the tail boom with Adhesive Sticker. Then bond the 

tail boom and the vertical tail from both side using fiberglass and epoxy. There is fiberglass 

in the accessories. And e-proxy 30min is  recommended . 

1.19. Lie  the fuselage flat on the desk, with the vertical tail up side down.  

 

1.20. Adjust the center line of the tail boom, to make it parallel to the desk surface, 

and also parallel to the  scale mark on the working board.  


